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All information is based on the latest product information
available at the time of publication. Kohler Co. reserves the
right to make changes in product characteristics, packaging,
or availability at any time without notice.

Please leave these instructions for the consumer.

They contain important information.

NOTES:

1. Flush the water supply pipes thoroughly to remove debris.
2. For new installations, install the faucet to sink before
installing.

3. The highest working pressure for spray is 0.5MPa(5bar).
If it exceeds 0.5MPa(5bar), a pressure reducer is needed.
The highest water and environment temperature is 60°C.
Please keep spray away from heater, or it may become
damaged and cause injury to the user.

4. The water efficiency label applied to the faucet indicates
that the water efficiency grade and other performance of the
product meet the requirements of GB 25501-2019 "Minimum
Allowable Values of Water Efficiency and Water Efficiency
Grades for Faucets" which is a marking of product conformity.
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ROUGH-IN DIMENSIONS
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INSTALLATION
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1. Install the faucet(the handle is on the right side).
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2. Partially thread the screws(1) into the ring(2).
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HANDLE OPERATION

3,030k
3,Plastic A4 TE
5 4 Metal

3. MG (3, 4) A BIFE (B) b, AR L.
3. Slide the washers(3, 4) onto the shank(5) and thread
the ring onto the shank.
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4. Tighten the screws to fix the faucet.
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Silicone Tubing
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Turn on the handle gently. Turn clockwise for cold water,
turn counter-clockwise for hot water. The original water
flow is as figure A shown. Click the button(12), the water
flow is as figure B shown; Press the button(11) to
suspend the water, release the button for figure A.

Faucet Maintenance:

With the water running, rub the nozzles to dislodge
debris.
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CLEANING INSTRUCTIONS
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5. Connect the hoses(7) to water supplies. The blue
hose should be connected to cold water supply.
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6. Unscrew the spray(9) and washer(8). Turn on the
water supplies. While rotating the handle, flush the hot
and cold water for about one minute. Reinstall the spray
and washer into the hose(10), adjust the hose and make
spray hook in the positon of bracket.

Ensure all coupling nuts are tight. Ensure the lever handle
is in the off position. Check for leaks. Repair as needed.
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All Finishes: Clean the finish with mild soap and warm
water. Wipe entire surface completely dry with clean
soft cloth. Many cleaners may contain chemicals, such
as ammonia, chlorine, toilet cleaner etc. which could
adversely affect the finish and are not recommended
for cleaning.

Do not use abrasive cleaners or solvents on Kohler
faucets and fittings.

NOTE:

If the silicone tubing is contaminated with grease or oil,
immediately clean it with warm water (40-60°C) and a
suitable amount of dishwashing detergent. Gently wash
using a soft sponge or soft-bristle brush, then dry with a
soft cloth.

Do not use steel wool, as it may cause fine surface
scratches and make the surface more prone to dirt
buildup.

Do not clean the surface with alcohol, nail polish
remover, heavy-duty adhesive removers, bleach (e.g.,
84 Disinfectant), laundry detergent, or other cleaners
with dissolving or corrosive properties.

LA GEmFE “LEAD FREE” FH, RIF=RAF
A4%EAB1953ESHER,

"LEAD FREE" is marked on the back of the faucet
signifying its compliance with the United States
AB1953.
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