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Install the drain to lavatory according to the
manufacturer installation instruction.

Remove the inlet nut(8) and o-ring(7) from the
bottle trap body(6). With the threads facing
down, slide the inlet nut with o-ring onto the
tailpiece(9) of drain. Position the bottle trap
body around the tailpiece and keep the outlet
of bottle trap facing and aligning with drain
stub-out(1). Then hand tighten the inlet nut.

NOTE: Ensure the tailpiece must be inserted
at least 25mm inside the inlet nut.

Remove the outlet nut(4) and o-ring(5) from
the bottle trap. The length of the pipe(3) should
be about 50mm longer than the distance from
drain stub-out(1) to the outlet. If more, cut it off
as needed. Be careful, not to damage the
finish. Slide the outlet nut and o-ring to one
end of pipe, and flange(2) to the other end.
Insert the pipe to the bottle trap outlet and
drain stub-out. If can't do so, adjust the
position of bottle trap. Tighten the inlet nut(8)
and outlet nut(4) to secure the bottle trap. Fill
up the gap between drain stub-out and pipe
with plumber putty or sealants. Remove any
excess putty or sealant. Push flange against

the fininshed wall.

NOTE: Ensure the pipe must be inserted at
least 25mm inside both the outlet of bottle trap
and drain stub-out.
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Ensure all coupling nuts are tightened.

Turn on the drain and main water supply.
Check for leaks. Repair as required.
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Clean Debris in Bottle Trap

Using a flat-blade screwdriver, turn the trap
plug(11) counterclockwise until fully removed

/ from the bottle trap body. Set the trap plug

6 with o-ring(10) aside. Clean out any debris

‘- that has collected in the bottle trap body(6).
10—

Reinstall the trap plug with the o-ring to the
bottle trap body.
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CLEANING INSTRUCTIONS
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All Finishes: Clean the finish witha mild soap and warm water.
Wipe entire surface completely dry with a clean soft cloth.
Many cleaners may contain chemicals, such as ammonia,
chlorine, toilet cleaner etc, which could adversely affect the
finish and are not recommended for cleaning.

Do not use abrasive cleaners or solvents on Kohler faucets

Je S B L and fittings.
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Kohler provides three years warranty for its defects of material
& workmanship free during normal use from the date of the

product is purchased.

NOTES: This warranty does not cover problems arising from
environment temperature below 0 OC, surface damage, improper
use, care or improper cleaning. Kohler is not responsible for
labor charges, installation, or other incidental or consequential

costs.
To obtain warranty service, please contact your distributor,

plumbing contractor or write to the following Kohler Customer
Service Center (Please provide all pertinent information
regarding your claim, including the original invoice, a complete

description of the problem ect.):

Central Customer Service Center, Kohler China Investment Co.
LTD.

Building E, 18 Jindian Road, Pudong New Area, Shanghai, PR
Post Code: 201206

Toll-free service call: 8008202628 & 4008202628

Website: www.kohler.com.cn
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KOHLER.

SERVICE PARTS Wall-Mount Bottle Trap

F #F A

EAFKEE

S=)

9071T B EKEE

1097350

Inlet Nut
/ HEK R
1097351

O-Ri
— ol \

1097347

@ \ it
S
1097348

Pipe
B
1097349

Outlet Nut
Y SuEp el

1097352

O-Ring
/ O-#lfE
=
8 \ 1097353

1098750-2-AA/Rev00

Plug
ET
TR R A 7
T = R P % 27 5 HiR % : 101500 4



